
EUROHEAT & POWER 

The production complies 
with the EN 488:2015 and 
EHP Certification  
Guidelines [003]. 

The licensee may  use 
the Euroheat & Power 
Certification Board  
quality mark.   

The certificate is valid 
only for the production 
plant mentioned in the 
certificate. 

The valve types 
covered are 
contained in the 
Annex to this 
certificate. 

The certificate is valid 
for 6 years subject to 
periodic surveillance. 

Refer to the Euroheat & Power Certification Guidelines [003] for full requirements and conditions 
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CERTIFICATE NUMBER 09/02 

PRODUCT Klinger steel ball valves assemblies for pre-insulated 
district heating systems. 
Ballostar KHSVI-VVS, DN150 – DN800, trunnion 
mounted. 

LICENSEE Klinger Fluid Control GmbH, 
www.klinger.kfc.at 

PRODUCTION 
PLANT 

Klinger Fluid Control GmbH, 
Am Kanal 8-10, 2352 
Gumpoldskirchen,  
Austria  

GUIDELINES: 
EHP/003 
CERTIFICATE: 09/02 

VALID UNTIL 23.10.2025 

This certificate is granted in accordance with the Euroheat & Power Certification 
Guidelines for Quality Assessment of District Heating Steel Valves [003] 

Name, Signature 

Peter Pribula 

Date, Place 

23.10.2019, Bratislava 

Technická inšpekcia, a.s. 
Trnavská 56, 821 01 

Bratislava 
Slovakia 

www.tisr.sk 
pribula@tisr.sk 




